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DETAILED ACTION 

1. Claims 1-6, 8-12, and 8-22 remain pending. 
Claims 7, 13, and 23 are cancelled. 

Response to Arguments 

2. Applicant's arguments, see Amendment After Non-Final Rejection, filed 

1 1/15/2007. with respect to the rejection(s) of claim(s) 1-6, 8-12, and 14-22 under 35 
U.S.C. 103(a) as being unpatentable over Minear, et al. (US 5,983,350), and further in 
view of Mason (US 5,668,998) have been fully considered and are persuasive. 
Therefore, the rejection has been withdrawn. However, upon further consideration, a 
new ground(s) of rejection is made in view of Minear and Gennaro. 

Regarding argument on pg.13(2"^ paragraph) for claim 1. Minear discuses a 
working master copy... initialized at startup/initialization is not "based on the input" as 
claimed. The claimed input can broadly and reasonably interpret as an incoming 
packet/datagram/message or merely a request indication or entry where a device/user 
sending a request would constitute as receiving an input. The message or request may 
contain data (i.e. encrypted, hash, signed, etc.) that requires decryption or 
authentication (cryptographic related processing) to obtain the original content. For 
example, Minear discloses the proxy initiate an authentication protocol which can 
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include challenge/response authentication process and looks to see whether execution 
of an authentication and identification protocol is warranted or the message conning was 
encrypted (col. 5, lines 37-45 and coL6, lines 14-20), Thus, obviously suggests an input 
requiring cryptographic related processing is received if challenge/response 
authentication process is initiated and that a detennination whether encryption or 
authentication is warranted. In addition. Minear discloses when a dynamic entry is 
found, the current datagram's SRC address, which is required to ensure that the return 
datagram are properly encrypted (col.1 1 , lines 30-34). Minear discussing the crypt-des 
decrypt function is for use by the IP input processing to decrypt a datagram (col. 12, 
lines 5-13 and 41-47). The input or authentication protocol response is associated to a 
Security Association (SA) where the message is decrypted based on the algorithm and 
key associated with the particular SA (col.6, lines 10-12 and 32-36). Minear discloses 
IPSEC takes the standard Internet packet and converts it into a carrier packet. To use 
IPSEC, the SA is created for each destination IP address where this is the generated 
message based on the discussed input above (col. 3, lines 8-36 and col. 3, line 60-col.4, 
line 3). The claimed message representing a predefined message is the SA in the 
security association lookup or SADB because it contains algorithms, keys, etc. that 
corresponds to the received datagram (input requiring cryptographic related processing) 
that must be used to process the datagram correctly (coL4, lines 47-63). Therefore, 
Minear reads on the claimed receiving input requiring cryptographic related processing 
and the generated SA message is based on the input where the SA message 
representing one of a predefined set of messages. 
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Regarding argument on pq,14-15. Minear cannot read on "generating a message 
via the application program...". Minear discloses an application executing in application 
layer can communicate to an application executing by preparing a message (col. 5, lines 
50-53). thus, by preparing a message can obviously suggest generating a message. 
Therefore, reads on generating a message via the application program. Minear 
discusses both input and output. Hence, by referencing certain SA information as 
output does not cover the entire understanding of what other information the SA 
contains. Minear discusses the ESP key to used for decryption of input datagrams and 
the AH key to be used for validation of input packets (col.4, lines 22 and 26). As 
discussed above, Minear discloses the crypt-des decrypt function is for use by the IP 
input processing to decrypt a datagram (col. 12, lines 5-13 and 41-47) and the input or 
authentication protocol response is associated to the (SA) where the message is 
decrypted based on the algorithm and key associated with the particular SA (col.6, lines 
10-12 and 32-36). Minear discloses IPSEC takes the standard Internet packet and 
converts it into a carrier packet. To use IPSEC, the SA is created for each destination 
IP address where this is the generated message based on the discussed input above 
(col. 3, lines 8-36 and col. 3, line 60-col.4, line 3). The claimed message representing a 
predefined message is the SA in the security association lookup or SADB because it 
contains algorithms, keys, etc. that corresponds to the received datagram (input 
requiring cryptographic related processing) that must be used to process the datagram 
correctly (col.4, lines 47-63). Thus, the message or datagram is obviously predefined 
since it is associated algorithm and key to the SA so that the message can be decrypted 
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accordingly to when it was encrypted. Minear suggests the claimed generating a 
message via an application program based on the input representing one of a 
predefined set of messages. 

Regarding argument on pg.16-18 for claim 5, t he arguments are addressed 
above because they are similar to the ones on pg.14-15. 
Regarding argument on pg.19, that Minear does not suggest "...instructions . 
which... transmitting... executed by the processor", Minear discloses the particular 
Security Parameter Index and a particular Destination Address uniquely identifies the 
SA (col.4, lines 40-42). The algorithm, keys, etc is determined to be used to process 
the datagram correctly where the information is obtained via a SA lookup and the 
lookup is being done to receive or transmit a datagram (col. 4, lines 50-58 and 63-65). 
Hence, suggests instructions to perform transmitting based on the input... executed by 
the processor. 

Gennaro is brought forth include the teaching of a well known art technology of 

PKI. 

Regarding argument for claims 9, 14. and 22, have been addressed above and 
rejected with the same rationale as claim 1 . 
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Claim Rejections - 35 USC § 103 

The following is a quotation of 35 U.S.C. 103(a) which fonns the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

3. Claims 1-4, 9-12, 14-18, and 21-22 are rejected under 35 U.S.C. 103(a) as 

being unpatentable over Minear, et al. (US 5,983,350), and further in view of 

Mason (US 5,668,998). 

As per claim 1: 

Minear teaches in a node operative within a network of a plurality of nodes, a 
method for perfonning cryptographic-related functions comprising: 

executing an application program in a user space at the node; (col.5, lines 50- 

58) 

receiving an input (col.5, lines 37-45 and col.6, lines 13-27) requiring 
cryptographic-related processing; (col.11, lines 30-33 and col. 12, lines 5-7 and 41-47) 

generating a message (col.3, lines 8-36 and coL3, line 60-col.4, line 3) via the 
application program based on the input (col.5, lines 37-53), the message representing 
one of a predefined set of messages for processing by one of a plurality of 
cryptographic processing component in a kemel space located within the network node; 
(col.6, lines 3-8 and 33-40 and col.7, lines 23-40) 
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transmitting the message to one of a socket handler [and a call handler] in kernel 
(col.5, lines 59-63) space at the node to obtain a transmitted message; (col.7, lines 
43-54) 

foHA/arding the transmitted message to a request handler at the node (col. 12, 
lines 41-48) which generates a function call to the cryptographic processing component 
appropriate for the transmitted message; (coL5, lines 23-25 and col.11, line 54 - 
col.12, line 12) 

performing the cryptographic-related processing by the cryptographic processing 
component appropriate for the transmitted message, (col.6, lines 3-8 and 33-40 and 
col.7, lines 23-40) 

Minear discloses the claimed socket handler to obtain a transmitted message in 
the form of a PF-SADB socket where it is much like a routing socket and is for 
processing to receive client requests (col.7, lines 27-32 and 43-45). Minear also 
discloses the claimed request handler that generates a function call to the cryptographic 
processing component as the required information is stored in a request structure that is 
bound to the IP datagram being processed where the request is of type 
crypto_requestJ (col. 11, lines 64-66). Minear further discusses one function, the 
cyl_enqueue_request is used to initiate either an encrypt or a decrypt action where this 
function is designed to be called by the cryptographic engine interface (col.12, lines 41- 
43). Minear discloses communications between workstations to an unprotected network 
or to another system (col. 5, lines 34-58) where all network traffic must pass through one 
of the proxies within application layer before being transferred across network is allowed 
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and that a message arriving from the external network is examined at the IP layer (col.6, 
lines 35-37). Minear further discusses that when a dynamic entry is found by a SPI 
search, the current datagram's SRC address, which is required to ensure that the return 
datagrams are properly encrypted (col. 11, lines 30-37). Thus, suggests a function call 
to obtain a transmitted messages. Minear did not particularly discuss a handler (i.e. call 
handler). 

Mason discloses an invention that presents an API which maps the DICOM 
standard services menu onto a framework of service interface objects which perform a 
selected DICOM services within or between PACS networks (col.1, line 66 - col. 2, line 
3). Mason explains that each service interface object is uniquely associated with a user 
handler and a provider handler wherein the association with a user/provider handler pair 
enable the pair to "handle" communications for the associated sen/ice interface object 
(col.2, lines 7-9). Mason further discusses the user handler enables an application to 
send a user-specified DICOM-encoded file message to a specified destination using the 
association control protocol. A provider handler receives the user-specified DICOM- 
encoded SEND message from an open association, stores the data set in a file, and 
reports to the requesting application (call back), upon completion of the requested 
service (col. 13, lines 15-22). Hence, user/provider handler obviously suggests a call 
handler to obtain a transmitted message. 

Therefore, it would have been obvious for a person of ordinary skills in the art to 
combine the teaching of Minear with Mason to teach a call handler as a user/provider 
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handler pair because this enables the pair to handle communications for the associated 
message of the service request (Mason - col.2, lines 7-9 and col. 13, lines 15-22). 
As per claim 2: See Minear on col.4, lines 1-28 and col. 11, lines 46-53; 
discusses the method of claim 1, wherein the cryptographic-related processing includes 
at least one of: verifying or generating a digital signature; encrypting data; decrypting 
data, retrieving a digital certificate or certificate revocation list; retrieving, verifying the 
hierarchy, and self-signed certificate processing within the node; or certificate age 
checking. 

As per claim 3: See Minear on col.6, line 66 - col.7, line 6 and 26-45; discusses 
the method of claim 1 , wherein transmitting includes: generating a user datagram (UDP) 
message containing an identifier associated with a predetennined cryptographic related 
functions and transmitting the UDP message via a UDP socket to the socket handler. 
As per claim 4: See Minear on col.11, line 54 - col. 12, line 22; discusses the 
method of claim 1 generating an output message via the application program wherein 
the output message requiring cryptographic-related processing, transmitting based on 
the required cryptographic-related processing, one of the predefined set of messages to 
the cryptographic processing component; performing the cryptographic-related 
processing, and outputting the processed message. 
As per claim 9: 

Minear discloses a cryptographic module, comprising: 
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a memory configured to store a plurality of cryptographic processing programs in 
user space on a computer-readable medium, each program being invoked via one of a 
plurality of predefined messages; and (coL5, lines 50-58) 

a processor configured to: 

receive an input (col.5, lines 37-45 and col.6, lines 13-27) requiring 
cryptographic-related processing, (coL11, lines 30-33 and col.12, lines 5-7 and 41-47) 

generates one of predefined messages based on the input (col.3, lines 8-36 and 
col.3, line 60-col.4, line 3), transmit the message to the first one of the cryptographic 
processing programs, and to perform, in kernel space, the cryptographic-related 
processing; (col.6, lines 3-8 and 33-40 and col.7, lines 23-40) 

wherein the module receives, generates, transmits and performs through 
infrastructure comprising: 

user space components including a user application program, a control daemon, 
a certificate database, a operations daemon and a remote server daemon; and (col.5, 
lines 60-63 and col.6, lines 7-12 and 32-48) 

kernel space components including socket handler (coL7, lines 43-54), [a call 
handler] and a request handler; and (col.5, lines 23-25 and coLII, line 54 - coL12, 
line 12) 

wherein certain of the user space components communicate with other of the 
user space components and certain of the kernel space components (col.12, lines 41- 
48) communicate with other of the kernel space components; and (col.5, lines 34-55 
and col.6, lines 7-12 and 32-40) 
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wherein other certain of the user space components communication with other 
certain of the kernel space components, (col.6, lines 3-8 and 33-40 and col.7, lines 
23-40) 

Minear discloses the claimed socket handler to obtain a transmitted message in the 
form of a PF-SADB socket where it is much like a routing socket and is for processing to 
receive client requests (col.7. lines 27-32 and 43-45). Minear also discloses the 
claimed request handler that generates a function call to the cryptographic processing 
component as the required infonnation is stored in a request structure that is bound to 
the IP datagram being processed where the request is of type crypto_request_t (col.11, 
lines 64-66). Minear further discusses one function, the cyl_enqueue_request is used 
to initiate either an encrypt or a decrypt action where this function is designed to be 
called by the cryptographic engine interface (col. 12, lines 41-43). Minear discloses 
communications between workstations to an unprotected network or to another system 
(col. 5, lines 34-58) where all network traffic must pass through one of the proxies within 
application layer before being transferred across network is allowed and that a message 
arriving from the external network is examined at the IP layer (col.6, lines 35-37). 
Minear further discusses that when a dynamic entry is found by a SPI search, the 
current datagram's SRC address, which is required to ensure that the return datagrams 
are properly encrypted (col.11, lines 30-37). Thus, suggests a function call to obtain a 
transmitted messages. Minear did not particularly discuss a handler (i.e. call handler). 

Mason discloses an invention that presents an API which maps the DiCOM 
standard services menu onto a framework of service interface objects which perfonn a 
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selected DICOM services within or between PACS networks (col.1, line 66 - col.2, line 
3). Mason explains that each service interface object is uniquely associated with a user 
handler and a provider handler wherein the association with a user/provider handler pair 
enable the pair to "handle" connmunications for the associated service interface object 
(coL2, lines 7-9). Mason further discusses the user handler enables an application to 
send a user-specified DICOM-encoded file message to a specified destination using the 
association control protocol. A provider handler receives the user-specified DICOM- 
encoded SEND message from an open association, stores the data set in a file, and 
reports to the requesting application (call back), upon completion of the requested 
service (col. 13, lines 15-22). Hence, user/provider handler obviously suggests a call 
handler to obtain a transmitted message. 

Therefore, it would have been obvious for a person of ordinary skills in the art to 
combine the teaching of Minear with Mason to teach a call handler as a user/provider 
handler pair because this enables the pair to handle communications for the associated 
message of the service request (Mason -col.2, lines 7-9 and col. 13, lines 15-22). 
As per claim 10: See Minear on col.4, lines 1-28 and col. 11, lines 46-53; 
discusses the method of claim 9, wherein the cryptographic-related processing includes 
at least one of: verifying or generating a digital signature; encrypting data; decrypting 
data, retrieving a digital certificate or certificate revocation list; verifying a certificate's 
hierarchy; self-signed certificate processing; retrieving, verifying and storing a digital 
certificate; or certificate age checking. 
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As per claim 11: See Minear on col.5, lines 34-55 and Mason on col.2, lines 7-9; 

discusses the method of claim 9, wherein when transmitting the message, the 
processor is further configured to: transmit a function call to the first cryptographic 
processing program. 

As per claim 12: See Minear on col. 12, lines 1-16; discusses the method of claim 
9, wherein the processor is further configured to: transmit the result of the 
cryptographic-related processing to an application program. 
As per claim 14: 

Minear discusses a method of performing cryptographic-related functions in a 
node coupled to other nodes in a network, the node includes an application program 
executed in user space for handling communications with the other nodes the method 
comprising: 

receiving in said node an input (col.5, lines 37-45 and col-6, lines 13-27) 
requiring cryptographic-related processing; (col.11, lines 30-33 and coL12, lines 5-7 
and 41-47) 

generating in said node a predefined message based on the input (col.3, lines 
8-36 and coL3, line 60-col.4, line 3), the message one of a plurality of predefined 
message usable by of the cryptographic processing programs executed by one of a 
plurality of cryptographic processing component in a kernel space, each one of said 
messages being associated with a respective one of said cryptographic-related 
functions; 
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transmitting in said node a predefined message to a socket handler in kernel 
space or a call handler in kernel space to obtain a transmitted message; (col.7, lines 
43-54) 

foHA^arding the transmitted message to a request handler within the node (col. 12, 
lines 41-48) which generates a function call to the cryptographic processing component 
appropriate for the transmitted message; (coL5, lines 23-25 and col.11, line 54 - 
col.12, line 12) 

performing in said node, via cryptographic processing program the required 
cryptographic-related operation. (coL6, lines 3-8 and 33-40 and col.7, lines 23-40) 

Minear discloses the claimed socket handler to obtain a transmitted message in 
the form of a PF-SADB socket where it is much like a routing socket and is for 
processing to receive client requests (col.7, lines 27-32 and 43-45). Minear also 
discloses the claimed request handler that generates a function call to the cryptographic 
processing component as the required information is stored in a request structure that is 
bound to the IP datagram being processed where the request is of type 
crypto_requestJ (col.ll, lines 64-66). Minear further discusses one function, the 
cyl_enqueue_request is used to initiate either an encrypt or a decrypt action where this 
function is designed to be called by the cryptographic engine interface (col.12, lines 41- 
43). Minear discloses communications between workstations to an unprotected network 
or to another system (col. 5, lines 34-58) where all network traffic must pass through one 
of the proxies within application layer before being transferred across network is allowed 
and that a message arriving from the external network is examined at the IP layer (col.6. 
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lines 35-37). Minear further discusses that when a dynamic entry is found by a SPI 
search, the current datagram's SRC address, which is required to ensure that the return 
datagrams are properly encrypted (col.11, lines 30-37). Thus, suggests a function call 
to obtain a transmitted messages. Minear did not particularly discuss a handler (i.e. call 
handler). 

Mason discloses an invention that presents an API which maps the DICOM 
standard services menu onto a framework of service interface objects which perform a 
selected DICOM services within or between PACS networks (coL1, line 66 - col.2, line 
3). Mason explains that each service interface object is uniquely associated with a user 
handler and a provider handler wherein the association with a user/provider handler pair 
enable the pair to "handle" communications for the associated service interface object 
(col.2, lines 7-9). Mason further discusses the user handler enables an application to 
send a user-specified DICOM-encoded file message to a specified destination using the 
association control protocol. A provider handler receives the user-specified DICOM- 
encoded SEND message from an open association, stores the data set in a file, and 
reports to the requesting application (call back), upon completion of the requested 
service (col.13, lines 15-22). Hence, user/provider handler obviously suggests a call 
handler to obtain a transmitted message. 

Therefore, it would have been obvious for a person of ordinary skills in the art to 
combine the teaching of Minear with Mason to teach a call handler as a user/provider 
handler pair because this enables the pair to handle communications for the associated 
message of the service request (Mason - col.2, lines 7-9 and col.13, lines 15-22). 
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As per claim 15: See Minear on col. 12, lines 1-16; discusses the method of claim 

14, returning the result of the perfomiing to the application program. 

As per claim 16: See Minear on col.4, lines 1-28 and col li, lines 46-53; 

discusses the method of claim 14, a request for digital signature generation, a request 
for digital signature verification, a request for data encryption, a request for data 
decryption, a request for retrieval of digital certificate, a request verification of a 
certificate's hierarchy, a request for self-signed certificate processing, a request for 
certificate age checking. 

As per claim 17: See Minear on col. 11, line 52 and col. 12, line 18; discusses the 
method of claim 16, wherein the request for digital signature generation includes a 
request for at least one of the RSA signature, secret key MD5 signature generation, 
elliptic curve signature generation or digital signature standard signature generation. 
As per claim 18: See Minear on col.4, line 8 and col. 11, line 52 and col. 12, line 
18; discusses the method of claim 16, wherein the request for digital signature 
verification includes a request for at least one of the RSA signature verification, secret 
key MD5 signature verification, elliptic curve signature verification or digital signature 
standard signature verification. 

As per claim 21: See Minear on col. 10, lines 35-60; discusses the method of claim 
14, wherein the performing includes accessing a remote server via the network to 
retrieve cryptographic related information. 
As per claim 22: 
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Minear discloses a computer-readable medium that stores instructions 
executable in user space by at least one processor in kemel space to perform a method 
for providing cryptographic-related functions, the method comprising: 

receiving in at least one processor (col.5, lines 37-45 and coL6, lines 13-27) a 
first function call from a predefined list a first function call from a predefined list of 
function calls representing available cryptographic-related functions executable by the 
at least one processor; (coL11, lines 30-33 and col. 12, lines 5-7 and 41-47) 

generating in at least one processor in the environment a request message 
based on the first function call (coL5, lines 23-25 and col.11, line 54 - col-12, line 12), 
a for cryptographic processing to further transmit the request message representing a 
request for processing by a cryptographic processing module executed by the at least 
one processor; (col.3, lines 8-36 and col.3, line 60-col.4, line 3) 

transmitting in at least one processor the request message to the cryptographic 
processing module; and (col. 12, lines 41-47) 

performing in at least one processor the cryptographic-related function; 

wherein the receiving, generating, transmitting and performing through 
infrastructure comprising: 

user space components including a user application program, a control daemon, 
a certificate database, a operations daemon and a remote server daemon; and (col.5, 
lines 60-63 and col.6, lines 7-12 and 32-48) 

kernel space components including socket handler, [a call handler] and a request 
handler; (col.7, lines 43-54) 
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wherein certain of the user space components communicate with other of the 
user space components and certain of the kernel space components (col. 12, lines 41- 
48) communicate with other of the kemel space components; and (col.5, lines 34-55 
and col.6, lines 7-12 and 32-40) 

wherein other certain of the user space components communication with other 
certain of the kernel space components, (col.6, lines 3-8 and 33-40 and col.7, lines 
23-40) 

IVIinear discloses the claimed socket handler to obtain a transmitted message in 
the form of a PF-SADB socket where it is much like a routing socket and is for 
processing to receive client requests (col.7, lines 27-32 and 43-45). Minear also 
discloses the claimed request handler that generates a function call to the cryptographic 
processing component as the required information is stored in a request structure that is 
bound to the IP datagram being processed where the request is of type 
crypto_request_t (col.11, lines 64-66). Minear further discusses one function, the 
cyLenqueue_request is used to initiate either an encrypt or a decrypt action where this 
function is designed to be called by the cryptographic engine interface (col. 12, lines 41- 
43). Minear discloses communications between workstations to an unprotected network 
or to another system (col.5, lines 34-58) where all network traffic must pass through one 
of the proxies within application layer before being transferred across network is allowed 
and that a message arriving from the external network is examined at the IP layer (coL6, 
lines 35-37). Minear further discusses that when a dynamic entry iS: found by a SPI 
search, the current datagram's SRC address, which is required to ensure that the return 
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datagrams are properly encrypted (coL11, lines 30-37). Thus, suggests a function call 
to obtain a transmitted messages. Minear did not particularly discuss a handler (i.e. call 
handler). 

Mason discloses an invention that presents an API which maps the DICOM 
standard services menu onto a framework of service interface objects which perform a 
selected DICOM services within or between PACS networks (col.1, line 66 - col. 2, line 
3), Mason explains that each service interface object is uniquely associated with a user 
handler and a provider handler wherein the association with a user/provider handler pair 
enable the pair to "handle" communications for the associated service interface object 
(col.2, lines 7-9). Mason further discusses the user handler enables an application to 
send a user-specified DICOM-encoded file message to a specified destination using the 
association control protocol. A provider handler receives the user-specified DICOM- 
encoded SEND message from an open association, stores the data set in a file, and 
reports to the requesting application (call back), upon completion of the requested 
service (col, 13, lines 15-22). Hence, user/provider handler obviously suggests a call 
handler to obtain a transmitted message. 

Therefore, it would have been obvious for a person of ordinary skills in the art to 
combine the teaching of Minear with Mason to teach a call handler as a user/provider 
handler pair because this enables the pair to handle communications for the associated 
message of the service request (Mason - col.2, lines 7-9 and col. 13, lines 15-22). 
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4. Claims 5-6, 8, and 19-20 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Minear, et al. (US 5,983,350) and Mason (US 5,668,998), and 
further in view of Gennaro (US 5,937,066). 
As per claim 5: 

Minear teaches a computer readable medium having stored thereon a plurality of 
sequences of instructions that may be invoked by a plurality of predefined messages, 
said instructions including sequences of instructions which, when executed by a 
processor in a user space, cause said processor to perform a method comprising: 

receiving an input (col.5, lines 37-45 and col.6, lines 13-27) representing one of 
predefined messages; (col.11, lines 30-33 and coL12, lines 5-7 and 41-47) 

transmitting, based on the input, a function call representing a request for 
cryptographic related processing to a cryptographic processing module executed by the 
process; and (col.5, lines 23-25 and col.11, line 54 -col. 12, line 12) 

performing the cryptographic-related processing by the cryptographic processing 
in a kernel space; (col.6, lines 8-27 and col.11, lines 30-33) 

wherein at least the receiving the transmitting and the performing are 
implemented by [public key authentication infrastructure (PKAI)] comprising: (col.3, line 
57 - col.4, line 28) 

user space components including a user application program (col.5, lines 50- 
58), a [PKAI] control daemon, a certificate database, a [PKAI] operations daemon and a 
[PKAI] remote server daemon; and (col.5, lines 60-63 and col.6, lines 7-12 and 32-48) 
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kernel space components including [PKAI] socket handler, [a PKAI call handler] 
and a [PKAI] request handler; and (col.7, lines 43-54 and col. 12, lines 41-48) 

wherein certain of the user space components communicate with other of the 
user space components and certain of the kernel space components communicate with 
other of the kernel space components; and (col.5, lines 34-55 and col.6, lines 7-12 
and 32-40) 

wherein other certain of the user space components communication with other 
certain of the kernel space components. (coL6, lines 3-8 and 33-40 and col.7, lines 
23-40) 

Minear discloses the claimed socket handler to obtain a transmitted message in 
the form of a PF-SADB socket where it is much like a routing socket and is for 
processing to receive client requests (col.7, lines 27-32 and 43-45). Minear also 
discloses the claimed request handler that generates a function call to the cryptographic 
processing component as the required information is stored in a request structure that is 
bound to the IP datagram being processed where the request is of type 
crypto_request_t (col.11, lines 64-66). Minear further discusses one function, the 
cyLenqueue_request is used to initiate either an encrypt or a decrypt action where this 
function is designed to be called by the cryptographic engine interface (col. 12, lines 41- 
43). Minear discloses communications between workstations to an unprotected network 
or to another system (col.5, lines 34-58) where all network traffic must pass through one 
of the proxies within application layer before being transferred across network is allowed 
and that a message arriving from the external network is examined at the IP layer (col.6. 
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lines 35-37). Minear further discusses that when a dynamic entry is found by a SPI 
search, the current datagram's SRC address, which is required to ensure that the return 
datagrams are properly encrypted (col.11. lines 30-37). Thus, suggests a function call 
to obtain a transmitted messages. However, Minear broadly suggests a handler for the 
function call (call handler) and PKAI. 

Mason discloses an invention that presents an API which maps the DICOM 
standard services menu onto a framework of service interface objects which perform a 
selected DICOM services within or between PACS networks (col.1, line 66 - col.2, line 
3). Mason explains that each service interface object is uniquely associated with a user 
handler and a provider handler wherein the association with a user/provider handler pair 
enable the pair to "handle" communications for the associated service interface object 
(coL2, lines 7-9). Mason further discusses the user handler enables an application to 
send a user-specified DICOM-encoded file message to a specified destination using the 
association control protocol. A provider handler receives the user-specified DICOM- 
encoded SEND message from an open association, stores the data set in a file, and 
reports to the requesting application (call back), upon completion of the requested 
service (col. 13, lines 15-22), Hence, user/provider handler obviously suggests a call 
handler to obtain a transmitted message. 

Therefore, it would have been obvious for a person of ordinary skills in the art to 
combine the teaching of Minear with Mason to teach a call handler as a user/provider 
handler pair because this enables the pair to handle communications for the associated 
message of the service request (Mason - col. 2, lines 7-9 and col, 13, lines 15-22). 
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However, Minear and Mason combination did not include tlie cryptograpliic 
processing can be a public key infrastructure that includes authentication (PKAI). 
Gennaro discloses an invention that relates to a cryptographic key recovery system 
(col.1, lines 7-10) and that asymmetric encryption systems are generally more 
computationally intensive than symmetric encryption systems which are often used for 
highly sensitive data such as symmetric encryption keys (col.1, lines 39-45), Gennaro 
discusses the keyed shuffler function is an invertible function that transforms an n-bit 
input X into a shuffled n-bit output Y, that each bit in the output depends on each bit in 
the input (coL30, lines 58-65), The shuffler function calls for the function to handle an 
input of arbitrary length and produces a masked output (col.31, lines 1-11). Hence, 
suggests call handler that generates function call. Gennaro discloses a general public 
key infrastructure as the claimed PKAI where each key recovery agent has at least one 
public and private pair of keys that enables the use of public key cryptography to protect 
certain information until time to request decryption of this information (col, 13, lines 65- 
col.14, line 9). Gennaro indicated the use of PKI are known in the art infrastructure that 
involves public/private signature (certification) keys for signing and public/private keys 
for encryption and distribution of keys. The means exists for the generation and 
distribution of these keys and that means exist for users to validate the public portion of 
these keys (col. 25, lines 34-41). 

Therefore, it would have been obvious for a person of ordinary skills in the art to 
combine the teaching of Minear and Mason combination with Gennaro that 
authentication in a public key infrastructure (PKI) is a well known art for public/private 
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signature (certification) keys for signing and public/private keys for encryption and 
distribution of keys tliat enables the use of public key cryptography to protect certain 
information until time to request decryption of this information (Gennaro - col. 13, lines 
65-COI.14. line 9 and col.25. lines 34-41). 

As per claim 8: See Gennaro - col.1, lines 39-45 and col. 13, lines 65-col.14, line 
9 and col.25, lines 34-41; discussing the input represents a digitally signed network 
control message requiring verification. 

As per claim 19: As rejected due to it dependency to claim 14 and further in 
view of Genarro; discusses the method of claim 16, wherein the request for data 
encryption includes a request for at least one of the RSA encryption or elliptic curve 
encryption. 

However, Minear and Mason combination did not include the cryptographic 
processing can be the RSA encryption. Gennaro discloses an invention that relates to a 
cryptographic key recovery system (col.1, lines 7-10) and that asymmetric encryption 
systems are generally more computationally intensive than symmetric encryption 
systems. The asymmetric encryption system is often used for highly sensitive data 
such as encryption keys and that the best known an asymmetric encryption system is 
the RSA encryption system (col.1, lines 39-45). 

Therefore, it would have been obvious for a person of ordinary skills in the art to 
combine the teaching of Minear and Mason combination with Gennaro that the best 
known an asymmetric encryption system is the RSA encryption system where it is often 
used for highly sensitive data such as encryption keys and generally more 
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computationally intensive than symmetric encryption systems asymmetric (Gennaro - 
col.1, lines 39-45 and col.25, lines 34-41). 

As per claim 20: As rejected due to it dependency to claim 14 and further in 
view of Genarro; discusses the method of claim 16, wherein the request for data 
decryption includes a request for at least one of the RSA decryption or elliptic curve 
decryption. 

However, Minear and Mason combination did not include the cryptographic 
processing can be the RSA encryption. Gennaro discloses an invention that relates to a 
cryptographic key recovery system (col.1, lines 7-10) and that asymmetric encryption 
systems are generally more computationally intensive than symmetric encryption 
systems. The asymmetric encryption system is often used for highly sensitive data 
such as encryption keys and that the best known an asymmetric encryption system is 
the RSA encryption system (col.1 , lines 39-45). 

Therefore, it would have been obvious for a person of ordinary skills in the art to 
combine the teaching of Minear and Mason combination with Gennaro that the best 
known an asymmetric encryption system is the RSA encryption system where it is often 
used for highly sensitive data such as encryption keys and generally more 
computationally intensive than symmetric encryption systems asymmetric (Gennaro - 
col.1, lines 39-45 and col.25, lines 34-41). 
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Conclusion 



Any inquiry concerning this communication or earlier communications from the examiner 
should be directed to LEYNNA T. HA whose telephone number is (571 ) 272-3851 . The 
examiner can normally be reached on Monday - Thursday (7:00 - 5:00PM). 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Kim Vu can be reached on (571 ) 272-3859. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 
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applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private 
PAIR system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you 
would like assistance from a USPTO Customer Service Representative or access to the 
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